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MAT’L: BRASS OR BERYLLIUM COPPER
FINISH: GOLD PER ASTM—B—488, TYPE 3, CODE C, CLASS 1.25, 0.00127 [.000050]

MIN THICK IN CONTACT AREA OVER NICKEL 0.00127 [.000050] MIN THICK
0.00025 [.000010] MIN GOLD PER ASTM—B—488 ON CONTACT BODY OVER NICKEL

PER QQ—N—290, 0.00127 [.000050] MIN THICK
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1. THE CONNECTORS DESCRIBED IN THIS DOCUMENT SHALL BE CAPABLE OF
MEETING THE REQUIREMENTS OF 108—-1/70—1 AND MATE WITH ANY
APPLICABLE PLUG CONNECTOR WITH SAME INSERT ARRANGEMENT.

A MARKED WITH 1.19[.047]—1.57[.062] HIGH CHARACTERS. FAR SIDE REFERS

170 THE WIDE SIDE

OF THE KEYSTONE. NEAR SIDE REFERS TO THE NARROW

SIDE OF THE KEYSTONE. IF THE FRONT SHELL IS TOO SMALL FOR "AMP”,
AMP  PART NUMBER AND DATE CODE, THEN SPLIT AS FOLLOWS:
A. AMP PART NUMBER ON REAR SHELL, FAR SIDE.

B. "AMP” AND DATE CODE ON FRONT SHELL, FAR SIDE.

A POINT OF ELECTRICAL ENGAGMENT AS MEASURED WITH A 0.991[.0390]—-
0.998 [.0393] DIA SQUARE ENDED TEST PIN.

4. COAX CENTER CONDUCTOR PIN DIAMETER: .040 [1.02].
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INSERT ASSEMBLY

MATL: POLYPHENYLENE S
OR POLYESTER P

COLOR, BLACK

WARNING — THIS DOCUMENT CONTAINS TECHNOLOGY WHOSE EXPORT IS RESTRICTED

BY THE EXPORT ADMINISTRATION REGULATIONS ("EAR”) PURSUANT TO
15 C.F.R. PARTS /730—7//74. VIOLATIONS OF THE EAR ARE SUBJECT TO

SEVERE CRIMINAL PENALTIES UNDER THE EXPORT CONTROL REFORM ACT,
AS AMENDED (TITLE 50, U.S.C., SEC. 4801, ET SEQ.).

MIL—M—24519, TYPE: GST—40F
YPE: GLCP—-30F
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